1. February 2,2001 : WallBanger Tango v2.0

WallBanger is an Irdeto/Mediaguard—for the moment--:-) smartcard emulator. 

I started thinking about writing this program in august 2000  when the big  players decided to stop their  support of the well known emulator programs published on the net. So I started writing bits and pieces of the software on  weekends. Now, I am releasing this version of WallBanger for public use.

Just extract the files from the zip file to a newly created folder and that’s it. 

You can optionally create a shortcut on your desktop.

It Works in 32 bit Windows (95/98/ME/2K/NT). The Files included in the zip file :

1 WallBanger.exe....size 795648 bytes Dated February 10,2001 (Actual Version 2.0.2.0)

2 Readme.Doc (this file) : Thanks to Bob N. for editing.

3 Mguard.Key (sample keyfile) modify with your own keys.

4 Irdeto.Key (sample keyfile) modify with your own keys.

  1.1 Changes History

   February 6,2001 : 

 Irdeto : Bug fix in pin code reply

 Seca   : Nanos 41(PPUA) and 80(PBM) added.

  February  10,2001 :

1 Fixed Pin code reply for some receivers with ACS other than 1.2 Thanks to hackit for the tests.
 Support for MK series interface e.g MK13 : Checkmark  ‘Shake It!’  option in the Settings Window .

                                                                          Thanks to gayeg for the tests.

2. Irdeto Mode :

2.1. Brief Description :

1. If you have a Valid Hex Serial/Hex MasterKey Wallbanger will update your Plain MasterKey.

2. If you have a Valid Plain Masterkey it will update your plainkeys.

3. Yes, of course you will see colors with valid plainkeys.

4. Supports different Country Codes (INT, GER, TEL, AT and CUSTOM) the custom CoCo is for use with providers using special EMM IDs e.g XNetTV(0606 for EMM and 0602 for ECM).

5. Supports different ACS (1.2, 1.4, 1.6, 1.8, 1.9, 2.1, 382, 383, 384).

6. Logs new PMK and PK(Hex and Freecam) to a session file and to a Log Window.

7. You can enter new keys in real time. (Note)

8. No limit for number of providers.

9. Log Files are saved in ‘Logs’ Sub-folder under the main application Folder.

The program is straightforward and fairly simple to use :

2.2. Main Window

1. Settings Button is used to Setup the Communication port you want to use with the season interface.

2. Providers Button is to display the Providers ListBox : You can Add/Edit/Delete Providers.Information Entered while Adding/Editing a Provider :

2. Provider Name: Any char. Except the comma ‘,’ which is used as delimiter by WB.

2. Hex Serial : 3 Bytes and Hex MasterKey: 10 Bytes these are used to update your PlainMasterkeys.You don’t need to worry about HMK being XORed or not Wallbanger tries it both ways automatically.

2. c-Irdeto ACS version.

2. d-Country Code used by the provider : plain vanilla irdeto providers use INT BetaCrypt Providers use GER(e.g Premiere World),TEL(e.g Mediavision) or AT(e.g ORF).the CUSTOM option is used for providers with special country code replies e.g XNetTV,ZeeTV(Hotbird) for these providers you have to set the EMM/ECM IDs and set your Cam’s CA System options to EMM=AUTO and ECM=AUTO.

2. E Provider ID : 3 Bytes 

2. f-PlainMasterKey and PlainKeys : 8 Bytes length.

2.      g-Beacon Channel,Date:used to identify the provider when that provider’s plainkeys become obsolete. When PlainKeys are OK Wallbanger will update the Date for you,When Plainkeys are incorrect the Beacon Channel/Date combination are used to identify the provider so you will only need to reset your cam to receive     the new plainkeys if you have a plainmasterkey of course.

3. Connect Button is used to connect to the chosen serial port.Please Note that placing a check mark on ‘auto connect’ in the settings page will auto connect you to the port.

4. Exit Button to close all open ports,logfiles and Exit WallBanger.

5. EMM ID checkbox is used when you want to send the special provider EMM ID in order to receive plainkeys. when you receive the plain keys you will see a green checkmark next to provider ID meaning that WallBanger has received the Plainkeys for 4.6 cams and Eurocam version 2.09 you will get the picture for 4.7 you have to uncheck EMM ID checkbox and reset the cam.

6. Beacon Hunt: Works with the Beacon Channel/Date in the Provider Data(explained earlier)

7. Export/Import Buttons : used to export Irdeto Keys from Wallbanger or import Irdeto Keys to Wallbanger. This functionality is available when you are not connected.Tip: The picture is decoded for 15/20 seconds even when you click disconnect so you can disconnect,import or export keys, connect again without making any noise your cam will not know.:)

8. Log Window Button : to Show/Hide the Log Window :

8. Log New Keys checkbox is used to open a session log file for new keys received. Only new keys are logged to the file/lower Window in hexadecimal and 30-digit format for freecams.The Existing Keys are logged to the upper Window. The name of the log file is in the form IrdkeysYYYYMMDD.LOG  e.g Irdkeys20010201.LOG for February 1,2001 log and so on.

8. Log Commands checkbox:To log the EMM Instructions to a Log File,the EMM Commands are displayed in the upper part of the Log Window.  

8. All Commands: will log all instructions  received by Wallbanger.

9. Info Button : will show the About Wallbanger Window.

Whenever the PlainMasterkey becomes obsolete you will see a red X next to the provider Id, if the Hex masterkey is wrong you will see a Red X next to the Hex Serial. 

Note : If you enter new Plainkeys in the Provider Data Window these keys will go into effect immediately. For the PlainMasterkeys, if there is no change in the Provider ID then they will go into effect immediately otherwise you have to reset the cam.

2.3. Tested Irdeto Receivers and Cams:

1 Nokia 9800 

2 Nokia 9600  

3 Nokia 9500

4 Nokia 9200 

5 Humax 5400 (patched and unpatched)

6 HumaxF1-VACI and F1-CI

7 Echostar 3000ipva

8 Echostar DSB2110CI

9 AD3000IP

10 Manhattan DSR2550APCI

11 Manhattan DSR5500CI

12 Triax 65s 

13 PACE DGT400

14 Strong 4800 CL

15 Technotrend DVB/PCI card with 2 CI Slots

16 CI 4.6SE and CI 4.7SE

17 Eurocam softcell v2.09

3. Seca Mediaguard Mode :

Brief Description :

1. If you have Valid SA/Management keys Wallbanger will update your Operation Keys.

2. If you have a Valid Operation key the picture is decoded.

3. Logs new Operation Keys to a session file and to a Log Window.Logs the received. Valid CustWPs to a session file and to a log window.

4. You can enter new keys in real time.

5. No limit for number of providers.The Limit is set by your Cam’s Capacity.You can choose which providers/entities you want to send to the cam.

6. Log Files are saved in ‘Logs’ Sub-folder under the main application Folder.

3.1. Main Window

1. Settings Button is used to Setup the Communication port you want to use with the season interface.

2. Providers Button is to display the Providers ListBox : You can Add/Edit/Delete. Providers.Information Entered while Adding/Editing a Provider :

2. Provider Name: Any char. Except the comma ‘,’ which is used as delimiter by WB.

2. PPUA : 3 Bytes Shared Address 1 Byte CustWP.  

2. Package Bitmap:8 Bytes.not Available for provider ‘SECA’ 

2. Card Serial Number : Available only for Provider ‘SECA’ 4 Bytes.

2. Management Keys and Operation Keys : Length 8 bytes each, range 00 to 1F

3. Connect Button is used to connect to the chosen serial port.Please Note that placing a check mark on ‘auto connect’ in the settings page will auto connect you to the port.

4. Exit Button to close all open ports,logfiles and Exit WallBanger.

5. Export/Import Buttons : used to export Mediaguard Keys from Wallbanger or import Keys to Wallbanger. This functionality is available when you are not connected.

6. Log Window Button : to Show/Hide the Log Window :

6. Log New Keys checkbox is used to open a session log file for new keys received. Only new keys are logged to the file/lower Window.The Existing Keys are logged to the upper  Window. The name of the log file is in the form MGkeysYYYYMMDD.LOG  e.g MGkeys20010201.LOG for February 1,2001 log and so on.

6.  Log Instructions checkbox:To log the Startup/EMM Instructions to a Log File, the Startup/EMM instructions are displayed in the upper part of the Log Window.

6.  All Instructions: will log all instructions received by Wallbanger.

7. Info Button : will show the About Wallbanger Window. Whenever the Management key becomes obsolete you will see a red X next to the Ident/provider Name,if you receive False updates a red Circle is displayed  (An update is considered False when an EMM instruction is correctly decrypted but at least 4 consecutive bytes match in the Signature and not all 8 of them) if the Operation key is wrong you will see a Red X next to the Key in Use, otherwise you will get green checkmarks.

8. For SatTV addicts :
You can connect to 2 ports/seasons at the same time using 2 cams(1 irdeto,1 seca) in one or two receivers/TV sets/Picture in Picture/one for each eye etc.….. :-)

3.2. Tested Receivers and Cams:

2 Nokia 9800 

3 Nokia 9600  

4 Humax 5400

5 Echostar DSB2110CI

6 Manhattan DSR2500APCI

7 Mediasat Pioneer v10.1.0

8 Pioneer OnDigital box

9 Digiquest P2000

10 Philips 5816

11 AD3000IP

12 Strong 8000

13 Aston 1.0 ,1.03,1.04

14 Technotrend DVB/PCI card with 2 CI Slots

If you want to use WallBanger Tango and have any suggestions or Comments post them to :

http://groups.yahoo.com/group/Digi-Pheonix  

15 or email me : rob9890@hotmail.com

